
653 

Environmental Protection Agency § 63.4293 

Table 1 to this subpart, calculated as a 
rolling 12-month average emission rate. 
You must meet all the requirements of 
§§ 63.4330, 63.4331, and 63.4332 to dem-
onstrate compliance with the applica-
ble emission limit(s) using this option. 

(3) Emission rate with add-on controls 
option. Demonstrate that, based on the 
dyeing and finishing materials applied 
in the dyeing/finishing operation(s) and 
the organic HAP emissions reductions 
achieved by emission capture systems 
and add-on controls, the organic HAP 
emission rate for the dyeing/finishing 
operation(s) is less than or equal to the 
applicable emission limit in Table 1 to 
this subpart, calculated as a rolling 12- 
month average emission rate. If you 
use this compliance option, you must 
also demonstrate that all capture sys-
tems and control devices for the dye-
ing/finishing operation(s) meet the op-
erating limits required in § 63.4292, ex-
cept for solvent recovery systems for 
which you conduct liquid-liquid mate-
rial balances according to § 63.4341(f)(5), 
and that you meet the work practice 
standards required in § 63.4293. You 
must meet all the requirements of 
§§ 63.4340 through 63.4342 and 63.4360 
through 63.4364 to demonstrate compli-
ance with the emission limits, oper-
ating limits, and work practice stand-
ards using this option. 

(4) Equivalent emission rate option. 
Demonstrate that the dyeing and fin-
ishing affected source meets all the re-
quirements of paragraphs (4)(i) through 
(iv) of this paragraph. 

(i) The fraction of organic HAP ap-
plied in your dyeing/finishing affected 
source that is discharged to the waste-
water is at least 90 percent, determined 
according to § 63.4331(d). 

(ii) The wastewater is discharged to a 
POTW or onsite secondary wastewater 
treatment. 

(iii) The total organic HAP emissions 
from your dyeing/finishing affected 
source are less than 10 tons per year, as 
calculated in Equation 4 of § 63.4331. 

(iv) You must meet the applicable re-
quirements of § 63.4330 and maintain 
records in accordance with 
§ 63.4312(c)(2)(iv) to demonstrate com-
pliance with the equivalent emission 
rate option. 

§ 63.4292 What operating limits must I 
meet? 

(a) For any web coating/printing op-
eration, slashing operation, or dyeing/ 
finishing operation on which you use 
the compliant material option; web 
coating/printing operation or dyeing/ 
finishing operation on which you use 
the emission rate without add-on con-
trols option; or dyeing/finishing af-
fected source on which you use the 
equivalent emission rate limit option, 
you are not required to meet any oper-
ating limits. 

(b) For any controlled web coating/ 
printing operation or dyeing/finishing 
operation on which you use the emis-
sion rate with add-on controls option, 
or controlled web coating/printing op-
eration on which you use the organic 
HAP overall control efficiency option 
or the oxidizer outlet organic HAP con-
centration option, except those web 
coating/printing operations for which 
you use a solvent recovery system and 
conduct a liquid-liquid material bal-
ance according to § 63.4341(e)(5) and 
those dyeing/finishing operations for 
which you use a solvent recovery sys-
tem and conduct a liquid-liquid mate-
rial balance according to § 63.4341(f)(5), 
you must meet the operating limits 
specified in Table 2 of this subpart. 
These operating limits apply to the 
emission capture and control systems 
on the web coating/printing oper-
ation(s) and dyeing/finishing oper-
ations for which you use this option, 
and you must establish the operating 
limits during the performance test ac-
cording to the procedures in § 63.4363. 
You must meet the operating limits at 
all times after you establish them. 

(c) If you use an add-on control de-
vice other than those listed in Table 2 
of this subpart, or wish to monitor an 
alternative parameter and comply with 
a different operating limit, you must 
apply to the Administrator for ap-
proval of alternative monitoring under 
§ 63.8(f). 

§ 63.4293 What work practice stand-
ards must I meet? 

(a) For any slashing operation, you 
are not required to meet any work 
practice standards. For any web coat-
ing/printing operation(s) or dyeing/fin-
ishing operation(s) on which you use 
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